Federal Aviation Administration, DOT

authorization has been issued, a cur-
rent file of complete technical data and
records in accordance with §21.613; and

(d) Permanently and legibly mark
each article to which this section ap-
plies with the following information:

(1) The name and address of the man-
ufacturer.

(2) The name, type, part number, or
model designation of the article.

(3) The serial number or the date of
manufacture of the article or both.

(4) The applicable TSO number.

§21.609 Approval for deviation.

(a) Each manufacturer who requests
approval to deviate from any perform-
ance standard of a TSO shall show that
the standards from which a deviation is
requested are compensated for by fac-
tors or design features providing an
equivalent level of safety.

(b) The request for approval to devi-
ate, together with all pertinent data,
must be submitted to the Manager of
the Aircraft Certification Office for the
geographic area in which the manufac-
turer is located. If the article is manu-
factured in another country, the re-
quest for approval to deviate, together
with all pertinent data, must be sub-
mitted through the civil aviation au-
thority in that country to the FAA.

[Doc. No. 19589, 45 FR 38346, June 9, 1980, as
amended by Amdt. 21-67, 54 FR 39291, Sept.
25, 1989]

§21.611 Design changes.

(a) Minor changes by the manufacturer
holding a TSO authorication. The manu-
facturer of an article under an author-
ization issued under this part may
make minor design changes (any
change other than a major change)
without further approval by the Ad-
ministrator. In this case, the changed
article keeps the original model num-
ber (part numbers may be used to iden-
tify minor changes) and the manufac-
turer shall forward to the appropriate
Aircraft Certification Office for the ge-
ographic area, any revised data that
are necessary for compliance with
§21.605(b).

(b) Major changes by manufacturer
holding a TSO authorization. Any design
change by the manufacturer that is ex-
tensive enough to require a substan-
tially complete investigation to deter-

§21.615

mine compliance with a TSO is a major
change. Before making such a change,
the manufacturer shall assign a new
type or model designation to the arti-
cle and apply for an authorization
under §21.605.

(c) Changes by person other than man-
ufacturer. No design change by any per-
son (other than the manufacturer who
submitted the statement of conform-
ance for the article) is eligible for ap-
proval under this part unless the per-
son seeking the approval is a manufac-
turer and applies under §21.605(a) for a
separate TSO authorization. Persons
other than a manufacturer may obtain
approval for design changes under Part
43 or under the applicable airworthi-
ness regulations.

[Doc. No. 19589, 45 FR 38346, June 9, 1980, as
amended by Amdt. 21-67, 54 FR 39291, Sept.
25, 1989]

§21.613 Recordkeeping requirements.

(a) Keeping the records. Each manu-
facturer holding a TSO authorization
under this part shall, for each article
manufactured under that authoriza-
tion, keep the following records at its
factory:

(1) A complete and current technical
data file for each type or model article,
including design drawings and speci-
fications.

(2) Complete and current inspection
records showing that all inspections
and tests required to ensure compli-
ance with this part have been properly
completed and documented.

(b) Retention of records. The manufac-
turer shall retain the records described
in paragraph (a)(1) of this section until
it no longer manufactures the article.
At that time, copies of these records
shall be sent to the Administrator. The
manufacturer shall retain the records
described in paragraph (a)(2) of this
section for a period of at least 2 years.

§21.615

Upon the request of the Adminis-
trator, each manufacturer of an article
under a TSO authorization shall allow
the Administrator to—

(a) Inspect any article manufactured
under that authorization;

(b) Inspect the manufacturer’s qual-
ity control system;

(c) Witness any tests;

FAA inspection.
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§21.617

(d) Inspect the manufacturing facili-
ties; and

(e) Inspect the technical data files on
that article.

§21.617 Issue of letters of TSO design
approval: import appliances.

(a) A letter of TSO design approval
may be issued for an appliance that is
manufactured in a foreign country
with which the United States has an
agreement for the acceptance of these
appliances for export and import and
that is to be imported into the United
States if—

(1) The country in which the appli-
ance was manufactured certifies that
the appliance has been examined, test-
ed, and found to meet the applicable
TSO designated in §21.305(b) or the ap-
plicable performance standards of the
country in which the appliance was
manufactured and any other perform-
ance standards the Administrator may
prescribe to provide a level of safety
equivalent to that provided by the TSO
designated in §21.305(b); and

(2) The manufacturer has submitted
one copy of the technical data required
in the applicable performance standard
through its civil aviation authority.

(b) The letter of TSO design approval
will be issued by the Administrator and
must list any deviation granted to the
manufacturer under §21.609.

(c) After the Administrator has
issued a letter of T'SO design approval
and the country of manufacture issues
a Certificate of Airworthiness for Ex-
port as specified in §21.502(a), the man-
ufacturer shall be authorized to iden-
tify the appliance with the TSO mark-
ing requirements described in §21.607(d)
and in the applicable TSO. Each appli-
ance must be accompanied by a Certifi-
cate of Airworthiness for Export as
specified in §21.502(a) issued by the
country of manufacture.

§21.619 Noncompliance.

The Administrator may, upon notice,
withdraw the TSO authorization or let-
ter of TSO design approval of any man-
ufacturer who identifies with a TSO
marking an article not meeting the
performance standards of the applica-
ble TSO.
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§21.621 Transferability and duration.
A TSO authorization or letter of TSO
design approval issued under this part
is not transferable and is effective
until surrendered, withdrawn, or other-
wise terminated by the Administrator.

PART 23—AIRWORTHINESS STAND-
ARDS: NORMAL, UTILITY, ACRO-
BATIC, AND COMMUTER CAT-
EGORY AIRPLANES

SPECIAL FEDERAL AVIATION REGULATION NoO.
23

Subpart A—General

Sec.

23.1 Applicability.

23.2 Special retroactive requirements.
23.3 Airplane categories.

Subpart B—Flight
GENERAL

23.21
23.23

Proof of compliance.

Load distribution limits.

23.25 Weight limits.

23.29 Empty weight and corresponding cen-
ter of gravity.

23.31 Removable ballast.

23.33 Propeller speed and pitch limits.

PERFORMANCE

23.45
23.49
23.51
23.53
23.55
23.57
23.59
23.61
23.63
23.65
23.66
23.67
23.69
23.71
23.73
23.75
23.71

General.

Stalling period.

Takeoff speeds.

Takeoff performance.
Accelerate-stop distance.

Takeoff path.

Takeoff distance and takeoff run.
Takeoff flight path.

Climb: General.

Climb: All engines operating.
Takeoff climb: One-engine inoperative.
Climb: One engine inoperative.
Enroute climb/descent.

Glide: Single-engine airplanes.
Reference landing approach speed.
Landing distance.

Balked landing.

FLIGHT CHARACTERISTICS
23.141 General.

CONTROLLABILITY AND MANEUVERABILITY

23.143
23.145
23.147
23.149
23.151
23.153
23.155

General.

Longitudinal control.

Directional and lateral control.
Minimum control speed.

Acrobatic maneuvers.

Control during landings.

Elevator control force in maneuvers.
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